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Flanges

Product Description

• Stable complete flanges for tubes Ø 50, 60, 80 and 89 mm

• Welded right round to the tube

• Stable side guide prevents the conveyed material from being laterally displaced

• They can be ordered for the following Conveyor Roller Series:
 - Steel Conveyor Roller Series 1200

 - Universal Conveyor Roller Series 1700

 - Fixed Drive Conveyor Roller Series 3500

 - Gravity Conveyor Roller Series 1450

With regard to the pitch, it must be ensured that at least 2 conveyor rollers with flange are in contact with the 

conveyed material

Dimensions

Please state dimensions A + D when ordering.

d
mm

B
mm

s
mm

w
mm

Amin
mm

Dmin
mm

50 75 3 8.5 22 22
60 100 3 8.5 22 22
80/89 150 4 18 30 30
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PolyVee Belts

Product Description

• Standard belt: ISO 9981; DIN 7867
 - Flexible standard belt

 - Significantly longer service life than round belts

 - Up to 300 % more torque transmission than with comparable round belts

 - Flexible standard belts, 1 to 3% pre-tension

 - Also suitable as curve drive (only 2-ribbed belts)

Product Selection

Number of ribs Max. weight of material to be conveyed
kg

Roller pitch
mm

Reference 
number

2 50 60 H68B
75 H68C
100 H68D
120-125 H68E

3 300 60 H68F
75 H68G
100 H68H
120-125 H68J
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Accessories

Conveyor Roller 

Accessories
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