
 

IMPORTANT: 

It is the user’s responsibility to ensure the suitability and safety of the VENAIR products for all intended uses. All the tests must be conducted in accordance with applicable regulatory requirements 
in order to determine the safety and effectiveness for use of the hoses in any particular application. Limited Warranty: For a period of 6 months from the date of sale, VENAIR warrants this product 
to be free from defects in materials and workmanship. Our only obligation will be to replace any portion proving defective, or at our option, to refund the purchase price thereof. User assumes all 

other risk, if any, including the risk of injury, loss or damage, direct or consequential, arising out of the use, misuse, or inability to use, this product. THIS WARRANTY IS IN LIEU OF THE 
WARRANTIES OF MERCHANTABILITY, FITNESS FOR PARTICULAR PURPOSE, AND ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED. No deviation is authorized. VENAIR assumes no obligations 
or liability for any advice furnished by it, or for results obtained with respect to those products. All such advice is given and accepted at the buyer’s risk. 
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VENA® TECHNIPUR®-VAC 
 

 

Inner Diameter Wall thickness Outer Diameter Working pressure Vacuum resistance Bending radius 

mm +0.04/-0.02 mm mm bar bar mm 

40 1,2 42,4 2,60 0,76 70 

45 1,2 47,4 2,30 0,68 78 

50 1,2 52,4 2,07 0,61 85 

55 1,2 57,4 1,87 0,55 93 

60 1,2 62,4 1,71 0,51 100 

65 1,2 67,4 1,58 0,47 108 

70 1,2 72,4 1,46 0,43 115 

75 1,2 77,4 1,36 0,40 123 

80 1,2 82,4 1,28 0,38 130 

85 1,2 87,4 1,20 0,36 138 

90 1,2 92,4 1,13 0,34 145 

95 1,2 97,4 1,07 0,32 153 

100 1,2 102,4 1,01 0,30 160 

105 1,2 107,4 0,96 0,29 168 

110 1,2 112,4 0,92 0,27 175 

115 1,2 117,4 0,88 0,26 183 

120 1,2 122,4 0,84 0,25 190 

125 1,2 127,4 0,81 0,24 198 

130 1,2 132,4 0,77 0,23 205 

135 1,2 137,4 0,75 0,22 213 

140 1,2 142,4 0,72 0,22 220 

145 1,2 147,4 0,69 0,21 228 

150 1,2 152,4 0,67 0,20 235 

155 1,2 157,4 0,65 0,19 243 

160 1,2 162,4 0,63 0,19 250 

165 1,2 167,4 0,61 0,18 258 

170 1,2 172,4 0,59 0,18 265 

175 1,2 177,4 0,57 0,17 273 

180 1,2 182,4 0,55 0,17 280 
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185 1,2 187,4 0,54 0,16 288 

190 1,2 192,4 0,52 0,16 295 

195 1,2 197,4 0,51 0,15 303 

200 1,2 202,4 0,50 0,15 310 

205 1,2 207,4 0,49 0,15 318 

210 1,2 212,4 0,47 0,14 325 

215 1,2 217,4 0,46 0,14 333 

220 1,2 222,4 0,45 0,14 340 

225 1,2 227,4 0,44 0,13 348 

230 1,2 232,4 0,43 0,13 355 

235 1,2 237,4 0,42 0,13 363 

240 1,2 242,4 0,41 0,13 370 

245 1,2 247,4 0,40 0,12 378 

250 1,2 252,4 0,40 0,12 385 

255 1,2 257,4 0,39 0,12 393 

260 1,2 262,4 0,38 0,12 400 

265 1,2 267,4 0,37 0,11 408 

270 1,2 272,4 0,37 0,11 415 

275 1,2 277,4 0,36 0,11 423 

280 1,2 282,4 0,35 0,11 430 

285 1,2 287,4 0,35 0,11 438 

290 1,2 292,4 0,34 0,10 445 

295 1,2 297,4 0,33 0,10 453 

300 1,2 302,4 0,33 0,10 460 

305 1,2 307,4 0,32 0,10 468 

310 1,2 312,4 0,32 0,10 475 

315 1,2 317,4 0,31 0,10 483 

320 1,2 322,4 0,31 0,09 490 

325 1,2 327,4 0,30 0,09 498 

330 1,2 332,4 0,30 0,09 505 

335 1,2 337,4 0,29 0,09 513 

340 1,2 342,4 0,29 0,09 520 

345 1,2 347,4 0,28 0,09 528 

350 1,2 352,4 0,28 0,09 535 

355 1,2 357,4 0,28 0,08 543 

360 1,2 362,4 0,27 0,08 550 



 

IMPORTANT: 

It is the user’s responsibility to ensure the suitability and safety of the VENAIR products for all intended uses. All the tests must be conducted in accordance with applicable regulatory requirements 
in order to determine the safety and effectiveness for use of the hoses in any particular application. Limited Warranty: For a period of 6 months from the date of sale, VENAIR warrants this product 
to be free from defects in materials and workmanship. Our only obligation will be to replace any portion proving defective, or at our option, to refund the purchase price thereof. User assumes all 

other risk, if any, including the risk of injury, loss or damage, direct or consequential, arising out of the use, misuse, or inability to use, this product. THIS WARRANTY IS IN LIEU OF THE 
WARRANTIES OF MERCHANTABILITY, FITNESS FOR PARTICULAR PURPOSE, AND ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED. No deviation is authorized. VENAIR assumes no obligations 
or liability for any advice furnished by it, or for results obtained with respect to those products. All such advice is given and accepted at the buyer’s risk. 

 
Venair, Vena, Technipur and the Venair logo are trademarks of Venair Ibérica SA. 
 

VENA TECHNIPUR VAC.docx Rev. 18 
1/10/2014 1:22 PM by lmorales 

3 / 3 

365 1,2 367,4 0,27 0,08 558 

370 1,2 372,4 0,26 0,08 565 

375 1,2 377,4 0,26 0,08 573 

380 1,2 382,4 0,26 0,08 580 

385 1,2 387,4 0,25 0,08 588 

390 1,2 392,4 0,25 0,08 595 

395 1,2 397,4 0,25 0,08 603 

400 1,2 402,4 0,24 0,07 610 

405 1,2 407,4 0,24 0,07 618 

410 1,2 412,4 0,24 0,07 625 

415 1,2 417,4 0,24 0,07 633 

420 1,2 422,4 0,23 0,07 640 

425 1,2 427,4 0,23 0,07 648 

430 1,2 432,4 0,23 0,07 655 

435 1,2 437,4 0,22 0,07 663 

440 1,2 442,4 0,22 0,07 670 

445 1,2 447,4 0,22 0,07 678 

450 1,2 452,4 0,22 0,07 685 

 


