
 To Order
 Range (bar) Model no. CoMpatible MeteRs†

 0 to 14  pXM600MU-14baRgV DPiS8**, DP41-S**, DP25B-S**
 0 to 35 pXM600MU-35baRgV DPiS8**, DP41-S**, DP25B-S**
 0 to 70 pXM600MU-70baRgV DPiS8**, DP41-S**, DP25B-S**
 0 to 140 pXM600MU-140baRgV DPiS8**, DP41-S**, DP25B-S**
 0 to 200 pXM600MU-200baRgV DPiS8**, DP41-S**, DP25B-S**
 0 to 350 pXM600MU-350baRgV DPiS8**, DP41-S**, DP25B-S**
 0 to 700 pXM600MU-700baRgV DPiS8**, DP41-S**, DP25B-S**
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pX600-500gV, shown 
actual size.

Subminiature PreSSure tranSducer
With FluSh diaPhragm

speCifiCations
excitation: 5 Vdc @15 mA
output: 10 mV typical @ 5 Vdc
sensitivity: 2 mV/V nominal
input impedance: 350 Ω min
output Resistance: 350 Ω min
insulation Resistance:  
5 MΩ @ 75 Vdc
accuracy: ±1% FS; linearity and 
hysteresis combined; nIST-traceable 
calibration included
Repeatability: ±0.1% FS
Zero balance: ±3% FS
operating temperature Range: 
-54 to 121°C (-65 to 250°F)
Compensated temperature Range:  
16 to 71°C (60 to 160°F)
thermal Zero effect: <±0.018% FS/°C
thermal sensitivity effect:  
±0.036% rdg/°C
proof pressure: 150% range
burst pressure: 400% range
body and diaphragm Material: 
17-4 PH stainless steel 
electrical Connection:  
4-conductor cable
Weight: 14 g (0.5 oz)

U  all stainless steel  
diaphragm and threaded  
side Wall Construction

U  Rugged stainless  
steel Case 

U  subminiature design 

Recommended 
meteRs/contRolleRs

  iseries with embedded internet
	 U Unmatched performance and features
	 U Change display Color at any setpoint

Please visit us online for 
compatible meters and controllers

† Please visit us online for details on compatible meters.
** Meter excitation voltage requires field adjustment by customer to 5 Vdc.
Ordering Example: PXM600MU-200BARGV, 200 bar subminiature transducer.
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OD-PX60U

WIRING CODE

RED= +EXC
BLK= - EXC
GREEN= - OUT
WHITE= +OUT

pXM600

MetRiC Ranges

Wiring Code
Red = +exc
black = -exc
green = -out
White = +out

dimensions: mm (inch)

0-14 to 700 bar
high  

accuracY!

PXm600 Series


