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Air Filter Frames & Latches

AstroFrame™

Product Overview
• 14-gauge all-welded construction to deliver maximum

enclosure integrity
• Galvanized steel or type 304 stainless steel
• Predrilled	for	ease	of	field	assembly
• Pressure-bolt latches for positive seal
• Gasket seal or gel seal
• 99.97%	efficiency	on	0.3μm	DOP

Product Information 
Galvanized   304 Stainless Steel AstroCel® Size Actual

Part  Cubic  Part  Cubic  Inches Frame Weight
Number  Ft.  Number  Ft.  (W x H x D) Size 

   Gel Seal AstroCel® Filters
329-526-006  5.2 329-526-014  5.2  24 x 24 x 11½ 24¾ x 24¾ x 13½  20
329-526-005  2.7 329-526-013  2.7  12 x 24 x 11½ 12¾ x 24¾ x 13½  15
329-526-019  2.7 329-526-023  2.7  24 x 12 x 11½  24¾ x 12¾ x 13½  15

    Ga sket Seal AstroCel® Filters
329-526-002  5.2 329-526-010  5.2  24 x 24 x 11½  24¾ x 24¾ x 13½  20
329-526-001  2.7 329-526-009  2.7  12 x 24 x 11½  12¾ x 24¾ x 13½  15
329-526-017  2.7 329-526-021  2.7  24 x 12 x 11½  24¾ x 12¾ x 13½  15

AstroCel®	is	a	registered	trademark	of	AAF	International	in	the	U.S.	and	other	countries.
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Additional	sizes	and	configurations	available	upon	request.	

http://www.aafintl.com/en/browse-products/frames-and-latches
http://www.aafintl.com/en/browse-products/frames-and-latches/astroframe



